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Abstract 

Conventional petroleum, Fischer-Tropsch (FT), and other alternative hydrocarbon fuels typically 

contain a high concentration of lightly methylated iso-alkanes.  However, until recently little work 

has been done on this important class of hydrocarbon components.  In order to better understand the 

combustion characteristics of real fuels, this study presents new experimental data for 3-

methylheptane and 2,5-dimethylhexane in counterflow diffusion flames. This new dataset includes 

flame ignition, extinction, and speciation profiles.  The high temperature oxidation of these fuels has 

been modeled using an extended transport database and a high temperature skeletal chemical kinetic 

model.  The skeletal model is generated from a detailed model reduced using the directed relation 

graph with expert knowledge (DRG-X) methodology.  The proposed skeletal model contains 

sufficient chemical fidelity to accurately predict the experimental speciation data in flames.  The 

predicted concentrations of species are compared to elucidate the effects of number and locations of 

the methyl branches.  The location of the methyl branch is found to have little effect on ignition and 

extinction in these counterflow diffusion flames. However, increasing the number of methyl 

branches was found to inhibit ignition and promote extinction. With regards to the species 

composition of these counterflow flames, the location and number of methyl branches was found to 

particularly affect the amount and type of alkenes observed. 
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1.   Introduction 

The present study is concerned with the combustion of lightly branched alkanes (e.g., octane 

isomers), as these structures are important components of conventional and alternative transportation 

fuels.  For example, 2,5-dimethylhexane has been reported as a component of petroleum combustion 

exhaust, smog, and tobacco smoke [1]. It is important to understand the high temperature combustion 

properties of lightly branched alkanes, including the effects of methyl branching on flame speciation 

profiles and counterflow flame ignition and extinction.  The focus of the present work is on singly- 

and di-methylated C8 alkanes because the chain length is sufficient to explore the various effects of 

methyl branch location and number. 

 

Recent comprehensive experimental and modeling studies on 2-methylalkanes [2,3] have shown that 

singly methylated alkanes (e.g., 2-methylheptane) exhibit notably different combustion properties 

than their linear alkane counterparts (e.g., n-octane), including lower laminar flame speed and 

suppressed low temperature auto-ignition behavior.  These studies need to be extended to iso-alkanes 

with methyl groups on different locations and with more than one methyl substitution. As a next step, 

the present study focuses on 3-methylheptane and 2,5-dimethylhexane. The latter dimethyl 

compound was chosen because of its symmetrical structure that simplifies chemical synthesis and 

chemical kinetic model development. Prior fundamental combustion studies on 3-methylheptane and 

2,5-dimethylhexane are limited. Recently, Ji et al. [4] conducted laminar flame speed measurements 

of five octane isomers and compared them to chemical kinetic modeling predictions; both 

experimental and modeling results indicated that 3-methylheptane exhibits indistinguishable laminar 

flame propagation speeds when compared to 2-methylheptane, while both of them are slower than 

that of n-octane.  Additionally, their results showed that 2,5-dimethylhexane exhibits lower laminar 

flames speeds than that of the singly methylated octane isomers, thereby suggesting the methyl 

branch location does not affect flame propagation rates, whereas the number of methyl branches 

does. 
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The objective of this study is to better understand the combustion properties of lightly branched 

alkanes in counterflow diffusion flames.  This study presents new experimental data for 3-

methylheptane and 2,5-dimethylhexane obtained in counterflow diffusion flames and compares the 

results with previous data obtained for 2-methylheptane [2] under similar conditions.  A high 

temperature detailed chemical kinetic model is used to describe the oxidation chemistry of these 

fuels.  Furthermore, the detailed model is reduced in size using the directed relation graph method 

with expert knowledge (DRG-X) to reduce the simulation costs, while maintaining a high degree of 

chemical fidelity for predicting flame ignition, extinction and intermediate species concentrations. 

Thus, the skeletal model is used as a tool to provide meaningful insights into the effects of methyl 

branching on flame structure. 

 

2.  Methodologies 

2.1 Counterflow Diffusion F lame Speciation Experiments  

The experimental setup at the University of Toronto is similar to that described earlier by Sarathy et 

al. [2], and it has been used to study a number of fuels [5-7].  The setup consists of two identical 

circular burner ports with a diameter of 25.4 mm, facing each other and spaced 20 mm apart. A fuel 

mixture of 98.14% N2 and 1.86% fuel (98% pure 3-methylheptane or 2,5-dimethylhexane) is fed 

through the bottom port at a mass flux rate of 0.015 g/cm2-sec, while an oxidizer mixture of 42.25% 

O2 and 57.75% N2 is fed through the top port at a mass flux rate of 0.014 g/cm2-sec.  The fuel-

nitrogen mixture was prepared using a commercially available Bronkhorst fuel vaporization system. 

The temperatures of the gases exiting the top (oxidizer) and bottom (fuel) burner ports were 420 K 

and 350 K, respectively.  The partial pressure of the fuel was below the fuel vapor pressure at 420K 

to ensure that the fuel was maintained in the vapor phase.  The mass flow controllers used to meter 

the delivery of nitrogen, fuel, oxygen, and air have a manufacturer-reported-error of ±1%.   

 

The gas sampling system in these experiments consists of a fused-silica microprobe (0.20 mm 

internal diameter, 0.32 mm outer diameter, and 5 cm length) connected to a dual-stage pump with 
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heated heads (420 K) and PTFE diaphragms to prevent the condensation of high boiling point 

compounds.  Analytical techniques used to analyze the species in the sample include: GC/FID with 

an HP-Al/S PLOT column for C1 to C8 hydrocarbons and GC/TCD for CO and CO2.  Temperature 

measurements were obtained using both a 75 µm wire diameter R-type thermocouple (uncoated 

Pt/Pt-13%Rh) and corrected for radiation losses [2].  We estimate a maximum error of ±10% in the 

temperature measurements, and the precision of species measurements is estimated to be ±15%.   

 

2.2 Counterflow Diffusion F lame Ignition/Extinction Experiments 

Critical conditions of extinction and ignition of non-premixed flames were measured employing the 

counterflow burner at University of California, San Diego [8]. In this configuration, a fuel stream 

consisting of vaporized fuel (98% pure) and nitrogen is introduced through one duct, and an oxidizer 

stream of air is injected from the other duct. The mass fraction of fuel, the fuel stream density, 

temperature, and the component of the flow velocity normal to the stagnation plane at the fuel 

boundary are represented by YF ,1, 1, T1, and V1, respectively. The mass fraction of oxygen, oxidizer 

density, temperature, and the component of the flow velocity normal to the stagnation plane at the 

oxidizer boundary are represented by YO2,2, 2, T2, and V2, respectively. Diameters of both the fuel 

and the oxidizer ducts are 23 mm. Extinction experiments were conducted with a duct separation of 

L = 10mm, and T2 = 298 K. The temperature of the fuel stream, T1, for all fuels is 400K (±10K). At 

some selected value of YF ,1, the flame was stabilized. The strain rate (see [3,8] for definition) was 

increased by increasing V1 and V2 simultaneously while keeping momenta of the counterflow streams 

balanced based on 1V1
2 = 2V2

2
  until extinction occurred.   

 

Ignition experiments were carried out with a duct separation of L = 12mm, a fuel stream exit 

temperature of 400K (±10K) , and a fuel mass fraction, YF ,1=0.4. For a fixed strain rate a2, the 

temperature at the oxidizer inlet was increased until auto-ignition took place. The velocities of the 
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counterflow streams were constantly adjusted based on the change in temperature for balanced 

momenta. 

 

The accuracies of the strain rate and fuel mass fraction were 5% and 3% of the recorded values, 

respectively. The experimental repeatability of the reported strain rate at extinction was 3% of the 

recorded value. The accuracy of the measurement of the oxidizer temperature was determined to be 

±20K. The experimental repeatability of the recorded temperature of air at auto-ignition was ±5K.  

 

 

2.4 Chemical Kinetic Model Formulation 

The detailed chemical kinetic mechanism includes high-temperature kinetic schemes for 3-

methylheptane (C8H18-3) and 2,5-dimethylhexane (C8H18-25).  The model was developed by 

extending a previously developed model on 2-methylheptane (C8H18-2) [3] to describe the unique 

oxidation chemistry of the aforementioned fuels. The complete detailed model consists of 767 

species and 3961 reactions.  The THERM [9] software was used to compute the thermochemical 

properties of the species.  The transport properties were obtained following the method described by 

Sarathy et al. [3]. 

 

2.4  Mechanism Reduction with DRG-X 

The method of direct relation graph (DRG) with expert knowledge (DRG-X) [10-12] was employed 

to eliminate unimportant species and reactions in the detailed mechanism. Compared with the 

original DRG method that is limited by a uniform error tolerance for every species, DRG-X allows 

the specification of non-uniform error tolerances for different species and heat release (i.e., the 

expert knowledge). As such, DRG-X can generate smaller skeletal mechanisms with similar 

chemical fidelity compared with DRG. Procedurally, in addition to the starting species (e.g., the H 

radical), species-specific x-values (i.e., error tolerances) are specified for selected species based on 

expert knowledge.  A species, A, associated with reactions with small uncertainties can be assigned a 
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small x-value, say xA=0.1, while that with larger uncertainties can be assigned a larger x-value, say 

xA=0.5. Any species B with  (see [10] for definition of ) will be retained in the skeletal 

mechanism, while other species are treated with the original DRG reduction using a default error 

tolerance, say =0.7. As a result the errors in the skeletal mechanisms roughly match the level of 

uncertainties in the detailed mechanisms, such that the overall chemical fidelity can be retained. 

Moreover, smaller x-values can be specified for some species of interest (e.g., a pollutant), which 

need to be predicted with higher accuracy than other species. This is particularly important in the 

present work because low x-values are needed to properly predict the intermediate species measured 

in the flame structure experiments.  

 

The reduction was performed based on reaction states sampled from auto-ignition and perfectly 

stirred reactors (PSR) in a parameter range that is relevant to the counterflow flames in the present 

work. That is the atmospheric pressure, equivalence ratios between 0.5 and 2.0, initial temperature 

for auto-ignition of 1200 1800 K, and inlet temperature of 300 K for PSR, which gave reactor 

temperatures of 1000 2300 K for 1 atm and the stoichiometry considered. By setting an error 

tolerance of 0.3 for all the species measured in the counterflow flame speciation experiments (refer 

to Table S1), an error tolerance of 0.01 for heat release, and a default error tolerance of =0.95 for all 

the other species, a skeletal mechanism consisting of 241 species and 1587 reactions was obtained.   

 

3.  Results and Discussion 

3.1  Counterflow Diffusion F lame Speciation Results 

The measured species in the counterflow diffusion flame speciation experiments are shown in 

Figures 1 and 2 and Table S2.  The gas chromatography method could not separate 1-butene (1-

C4H8) from 1,2-propadiene (1,2-C3H4), so we report the combined concentration of these two 

species. The same was done for 1,3-butadiene (1,3-C4H6) and propyne (C3H4). The reported species 

and temperature profiles were shifted by 0.305 mm away from the fuel port to account for a 
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positioning uncertainty, which is a human error introduced when zeroing the sampling probe against 

the fuel port surface. The skeletal mechanism was used to predict the counterflow flame speciation 

and temperature profiles using the OPPDIF solver in CHEMKIN PRO [13] with mixture-averaged 

transport and thermal diffusion (GRAD 0.1, CURV 0.1).  The converged solution contained 

approximately 300 grid points, and was verified to be grid-size independent. 

 

Figure 1 displays the measured and predicted species profiles obtained in the 3-methylheptane 

counterflow diffusion flame. Besides CO and CO2, the most abundant measured species are C2H4, 

C2H2, CH4, and C3H6.  The skeletal model well reproduces the shape of the experimental species 

profiles.  In general, the peak of the profiles are accurately reproduced by the model, being 

significantly better than that presented previously for 2-methylheptane and n-octane [2].  This is 

attributed to a new commercial fuel vaporization system (Bronkhorst) that allows more careful flow 

control and mixing of the fuel and nitrogen diluent gas.  In the following discussion, the model's 

quantitative prediction is considered good if the predicted maximum mole fraction is within a factor 

1.5 of the measured maximum mole fraction.  Table S2 in the supplementary material presents the 

predicted and measured maximum mole fractions, as well as their ratio.  

 

Temperature profiles presented in the supplementary material Fig. S1 indicate that the skeletal model 

predicted the experimental measurements remarkably well.  A slight delay (i.e., shift away from the 

fuel port) in the predicted reactivity of 3-methylheptane is observed in Fig. 1, while the model 

performs well in predicting the peak concentrations of CO, CO2, CH4, C2H4, C2H2, C2H6, C3H6, 1,3-

C4H6 + C3H4, iC4H8, 1-C4H8 + 1,2-C3H4, and 2-C4H8.  

 

Figure 2 displays the measured and calculated species profiles in the 2,5-dimethylhexane 

counterflow diffusion flame, and temperature profiles are presented in the supplementary material 

Fig. S2.  The measured profiles of the fuel, CO, CO2, and temperature are comparable to those of 3-

methylheptane. The model well predicts the experimentally measured profile for temperature and 
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2,5-dimethylhexane, and the peak concentrations of CO and CO2, CH4, C2H4, C2H6, C3H6, 1,3-C4H6 

+ C3H4, iC4H8, and 1-C4H8 + 1,2-C3H4, while the peak mole fraction of C2H2 was over-predicted by 

a factor of 1.5. 

 

Experiments and simulations were compared to elucidate the differences in combustion between the 

three lightly branched C8 isomers.  Comparisons were made for data obtained for 2-methylheptane, 

3-methylheptane, and 2,5-dimethylhexane under identical fuel and oxidizer boundary conditions.  

Table S2 in the supplementary material presents the peak measured and predicted mole fractions in 

the three flames.  Considering that the experimental error is ±15%, all flames have similar 

concentrations of CO2, CO, CH4, C2H6, and C2H2. As the methyl branch moves from the second to 

the third carbon (i.e., 2-methylheptane to 3-methylheptane) there is a decrease in iso-butene 

production and an increase in 1-butene and 2-butene production.  The C3H6 and C2H4 are comparable 

between 2-methylheptane and 3-methylheptane flames. The 2,5-dimethylhexane flame produces the 

least amount of C2H4 and greatest amounts of C3H6 and iso-butene compared to the other flames.   

 

3.1  Counterflow Diffusion F lame Extinction/Ignition Results 

The skeletal mechanism was used to compute critical conditions of extinction and ignition, and the 

results were compared to the experiments. The extinction computations were carried out using 

extinction solver in CHEMKIN PRO [13], which uses the arc length continuation method to generate 

the S-curve. A stable flame was first obtained using the OPPDIF code at velocities near the 

extinction limit, and the solution was supplied as the initial guess to the extinction solver with plug 

flow conditions at both boundaries. The 2-point extinction method was employed with mixture-

averaged transport, thermal diffusion, and convergence parameters of GRAD=0.1 and CURV=0.2.  

 

Ignition calculations were performed using the OPPDIF solver in CHEMKIN PRO [13] using the 

following procedure. A fully resolved temperature profile was initially computed with cold mixtures 

at both inlets. The temperature of air inlet, T2, was then slowly increased until ignition took place. 
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 the value of the fuel stream 

temperature, T1, were all maintained constant during this procedure. The simulation employed 

mixture-averaged transport, thermal diffusion, and convergence parameters of (GRAD=0.1 and 

CURV=0.1).  

 

Figure 3 shows the temperature of air inlet at ignition, T2,I, as a function of the strain rate, a2, for 

values of YF,1 = 0.4. The results for 3-methylheptane and 2,5-dimethylhexane are shown and 

compared with data previously obtained for 2-methylheptane under identical conditions.  The 

symbols represent experimental data with radiation corrected temperatures and the line represents 

modeling predictions. Considering the uncertainty on the temperature measurements, the model 

predictions are considered to be good.  It is also interesting to note that the experimental an ignition 

temperatures for 3-methylheptane and 2-methylheptane are practically indistinguishable, suggesting 

that methyl branch location has a minimal effect on the ignition of counterflow diffusion flames.  

However, the ignition temperature for 2,5-dimethylhexane is approximately 10 K higher at the 

highest strain rates.  This feature of decreased autoignition temperature with increased methyl 

branching is well reproduced by the proposed model.  Smallbone et al. [14] showed that the auto-

ignition temperature of n-heptane is sensitive to fuel diffusion; however, in this study chemical 

kinetic differences are responsible for the observed differences in autoignition temperature because 

the three octane isomers have virtually identical transport properties. 

 

Figure 4 shows the mass fraction of fuel, YF ,1, as a function of the strain rate at extinction, a2,e. The 

for the three branched alkanes. The data suggests 

that the extinction strain rate for 3-methylheptane and 2-methylheptane are virtually identical, and 

the model is able to reproduce this behaviour.  However, both the model and the experimental data 

indicate that 2,5-dimethylhexane is slightly less reactive than its singly methylated analogues, 

wherein lower extinction strain rates are observed for the same fuel mass fractions.  
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Won et. al [15] -weighted enthalpy (TWE) can be used to normalize the 

chemical kinetic contributions to flame extinction.  The fuels studied herein have the same TWE, so 

any observed differences in reactivity are attributed to chemical kinetic variations. Furthermore, Won 

et al. introduce a radical index (RI) term to quantify the kinetic contribution of fuel chemistry, which 

is based on the ability of a candidate fuel to populate the OH or H radical concentration within the 

flame structure relative to an alkane.  Following their logic, we conducted numerical simulations at 

fixed boundary temperature conditions [15], TWE (~1.5), and strain rate (~150 s-1) to estimate an 

RIOH and RIH for the three fuels studied herein with n-octane as the baseline fuel.  Our results 

indicate that 2-methylheptane and 3-methylheptane have the same RIOH (~ 0.97), while that of 2,5-

dimethylhexane (~ 0.95) is slightly lower.  An RI based on H radical concentration yields a larger 

difference for 3-methylheptane and 2-methylheptane (RIH ~ 0.96) compared to 2,5-dimethylhexane 

(RIH ~ 0.91), which better rationalizes the observed differences in extinction strain rate. 

 

3.2  Reaction Path Analysis 

Reaction path analyses were performed using the proposed model to explain the difference observed 

for the 2-methylheptane, 3-methylheptane, and 2,5-dimethylhexane flames measured at the 

University of Toronto. Reaction path analyses were performed at two different temperatures, 805 K 

and 1185 K, which are the same conditions presented previously for 2-methylheptane [2]. 

 

Figure 5 displays the primary reaction paths involved in the consumption of 3-methylheptane at the 

two aforementioned temperatures, with italic and bold texts referring to low and high temperature 

conditions, respectively. According to the proposed model, H-atom abstraction accounts for most of 

the fuel consumption, while 30% of 3-methylheptane is consumed via unimolecular decomposition 

reactions (not shown in figure) at the higher temperature.  At both low and high temperatures, H-

atom abstraction from the tertiary carbon is the most predominant route (20%).  The fuel radicals 

formed via H- -scission.  However, radical 
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isomerization reactions to the tertiary site via 5- and 6-membered transition state rings are also 

important.  

 

Figure 6 shows the reaction paths involved in the consumption of 2,5-dimethylhexane, which is a 

symmetric molecule. At both low and intermediate temperatures, H-atom abstraction accounts for 

nearly all of the fuel consumption, with unimolecular decomposition of minor importance at the 

lower temperature.  -scission reactions.  

However, at both temperatures most of the primary radical (C8H17-25a) radical undergoes 

isomerization to form the tertiary radical (C8H17-25b) via a 6-membered transition state. The fuel 

-scission reactions and produces iso-butene, propene, and large branched alkenes. 

 

As mentioned previously, the 2,5-dimethylhexane flame produces more iso-butene and propene than 

the singly methylated alkanes, which is rationalized by the high flux through the tertiary fuel radical.  

The 3-methylheptane flame produces more 1-butene and 2-butene than the 2-methylheptane flame, 

which favors iso-butene formation.  This is rationalized by the positioning of the methyl branch, 

which leads to various butenes upon fuel radical decomposition. 

 

4.  Conclusions 

The present study presented new experimental data for 3-methylheptane and 2,5-dimethylhexane 

obtained in counterflow diffusion flames.  The experimental results along with kinetic modeling 

simulations were used to elucidate the effects of the number and locations of the methyl branches on 

flame structures.  The kinetic modeling simulations were conducted using a skeletal mechanism 

generated using the DRG-X algorithm.  Both the experimental data and the model suggested that 

increasing number of methyl branches in a molecule increases the production of iso-butene and 

decreases the formation of ethylene and propene.  The locations of the methyl branches also affect 

the relative amounts of 1-butene, 2-butene, and iso-butene.  However, methyl branch location did not 

significantly change the extinction and ignition limits of counterflow diffusion flames, whereas the 
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number of methyl branches did.  The changes observed with increased methyl branching can be 

attributed to the radical concentration. 
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F igure 1 - Experimental and computed species concentration profiles for the oxidation of 3-
methylheptane in a counterflow diffusion flame at atmospheric pressure (1.86% fuel, 42% O2). 
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F igure 2 - Experimental and computed species concentration profiles for the oxidation of 2,5-
dimethylhexane in a counterflow diffusion flame at atmospheric pressure (1.86% fuel, 42% 
O2). 
 
 
 
 

 
F igure 3 -  The temperature at the air inlet at ignition, T 2,I, as a function of the strain rate, a2, 
for Y F ,1 = 0.4 in the counterflow diffusion flame. Open symbols are experimental data and 
curves with closed symbols are modeling predictions. 
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F igure 4 - The mass fraction of fuel, Y F ,1, as a function of the strain rate at extinction, a2,e in the 
counterflow flame. Results for the experiments are open symbols and from the model are open 
symbols with curves. 
 
 
 

 
F igure 5 - Reaction pathway diagram for 3-methylheptane oxidation in the Univ. of Toronto 
counterflow diffusion flame at T = 805 K (italicized text) and T = 1185 K  (bold text). 
Percentages are the net % fluxes form the source to target species. 
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F igure 6 - Reaction pathway diagram for 2,5-dimethylhexane oxidation in the Univ. of Toronto 
counterflow diffusion flame at T = 805 K (italicized text) and T = 1185 K  (bold text). 
Percentages are the net % fluxes form the source to target species. 
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Table S1  E r ror tolerances specified for temperature and species of interest in DR G-X   

Target Parameter/Species E r ror Tolerance 
Temperature (T) 0.01 
H 
OH 
CH3 

0.3 
0.3 
0.3 

C8H18-2 
C8H18-3 
C8H18-25 
CO2 

0.3 
0.3 
0.3 
0.3 

CO 0.3 
CH4 0.3 
C2H4 0.3 
C2H2 
C3H6 

0.3 
0.3 

iC4H8 0.3 
C4H8-1 
C4H8-2 

0.3 
0.3 

pC3H4 0.3 
1,3-C4H6 0.3 
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Table S2- Peak measured and predicted temperatures and concentrations in the counterflow 
diffusion flames. I talicized numbers are measured values, bold numbers represent predicted 
values, and underlined numbers are the ratio of measured to predicted. 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Measured Parameter C8H18-2  C8H18-3 C8H18-25 
Temperature (K) 1688 

1604 
1.0 

1604 
1633 
1.0 

1572 
1604 
1.0 

CO2 / carbon dioxide (%) 7.70 
7.45 
1.0 

7.80 
7.40 
1.0 

8.00 
7.36 
0.92 

CO / carbon monoxide (%) 2.30 
1.70 
1.4 

1.96 
1.86 
1.4 

1.90 
1.87 
1.0 

CH4 / methane (PPM) 1368 
1261 
1.1 

1284 
1446 
1.2 

1482 
1595 
1.1 

C2H6 / ethane (PPM) 827 
833 
1.0 

1181 
1007 
1.3 

1127 
1387 
1.0 

C2H4 / ethylene (PPM) 6763 
6146 
1.1 

6604 
7238 
1.2 

3429 
4219 
1.1 

C2H2 / acetylene (PPM) 1575 
1987 
0.8 

2004 
2657 
0.7 

1503 
2308 
0.7 

C3H6 / propene (PPM) 2314 
1646 
1.4 

2138 
1680 
1.7 

3854 
3223 
1.4 

1-C4H8 + 1,2-C3H4 / 
1-butene + 1,2-propadiene (PPM) 

324 
400 
0.81 

596 
632 
1.0 

370 
400 
0.81 

1,3-C4H6 + C3H4 / 
1,3-butadiene + propyne (PPM) 

376 
358 
1.1 

334 
637 
0.8 

597 
487 
1.1 

iC4H8 / iso-butene (PPM) 431 
480 
0.9 

72 
88 
0.8 

850 
967 
0.9 

C4H8-2/ 2-butene (PPM) < LOD 
N/A  
N/A 

175 
235 
0.7 

< LOD 
N/A  
N/A 
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F igure S1 - Experimental and computed temperature profiles for the oxidation of 2,5-
dimethylhexane in a counterflow diffusion flame at atmospheric pressure (1.86% fuel, 42% 
O2). 
 

 
F igure S2 - Experimental and computed temperature profiles for the oxidation of 2,5-
dimethylhexane in a counterflow diffusion flame at atmospheric pressure (1.86% fuel, 42% 
O2). 
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fig s1
Click here to download Supplemental Material: fig s1 3mhp temp.pdf



    

fig s2
Click here to download Supplemental Material: fig s2 25dmhx temp.pdf



    

thermo data file
Click here to download Supplemental Material: c8_2m_3m_nalk_dimeth_v2_therm.dat



    

transport data file
Click here to download Supplemental Material: c8_3methylalkanes_c8_2methylalkanes_c8_c16_nalkanes_tran.dat



    

skeletal mechanism file
Click here to download Supplemental Material: sk241v2.txt
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